
Smart Decor 

starts with the floor 



SPECIFICATIONS: 



Blocks are y 2 " x 9" x 9" laminated 
with heat and pressure. Finest Appa- 
lachian hardwoods. Tongued and 
Grooved. Prefinished with Wood- 
Mosaic’s vinyl-alkyd finish. Avail- 
able in Oak — natural or toast 
brown — Walnut, Cherry and 
Maple. Quickly and easily in- 
stalled with mastic over most 
smooth subsurfaces. For com- 
plete installation instructions 
contact Wood-Mosaic Cor- 
poration, Louisville 9, Ky. 

Blocks are shipped in easy 
to handle cartons. Con- 
taining 27 square feet. 




Natural Oak 




PREFINISHED LAMINATED BLOCK • Natural Oak, Toast Brown Oak, Walnut, Maple, Cherry 




Toast 
Brown Oak 



HARDWOOD FLOORS 

Laminated Block, Solid Block, Patterns, Prefinished 
or Unfinished • For Homes, Offices, Apartments 





ARCHITECTS SPECIFICATIONS: Finish floor shall be W x 9" x 9" (or 
8" x 8") Prefinished Wood-Mosaic Laminated (Oak — natural 
and toast-brown, Walnut, Cherry or Maple) Blocks, as manufac- 
tured by Wood- Mosaic Corporation. Floors shall be laid with 
mastic over wood or concrete sub floor. For details of sub floors 
and manner of laying refer to Wood-Mosaic Corporation’s installa- 
tion instructions for Wood- Mosaic Laminated Block. Installation 
to be done in a workmanlike manner. 

WOOD-MOSAIC CORPORATION, LOUISVILLE 9, KENTUCKY 

CANADA: WOODSTOCK; ONTARIO 










Wood-Mosaic 

Monticello Pattern 



Wood-Mosaic s newest low cost luxury floor is named 
after the original floor of this design in “Monticello” , 
the home of Thomas Jefferson, in Virginia. Shown: 
pre finished Cherry with Walnut hands. 

SPECIFICATIONS 

Units are V2" x 9" x 9" centers with V2" x 4" x 13" 
double mitred bands. Tongued and grooved laminated 
construction. Prefinished with Wood-Mosaic’s vinyl- 
alkyd finish or unfinished. Installed with adhesive 
over concrete or wood sub-floors. Available in matching 
or contrasting combinations of Natural or Toast 
Brown Oak, Walnut, Cherry or Maple. Shipped in 
easy to handle cartons. 



ARCHITECT’S SPECIFICATIONS 

Finish floor shall be V6" laminated Monticello pattern as manufac- 
tured by Wood-Mosaic Corporation. Floors shall be installed with 
adhesive over concrete or wood sub-floors. Patterns shall be laid 
parallel to wall or on diagonal (specify which). 9"x 9" centers to 
be of (specify wood or finish) and 4"x 13" bands to be of (specify 
wood or finish) . Installation to be done in workmanlike manner in 
accordance with manufacturer’s specification.* 
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Wood-Mosaic 

Marie Antoinette Pattern 



Wood-Mosaic s Marie Antoinette Pattern is an authen- 
tic reproduction of flooring found in many French 
Chateaus and Palaces. Shown: prefinished Natural 
Oak with Walnut hands. 

SPECIFICATIONS 

Prefinished — Blocks are V&" x 9" x 9" of 3 ply lami- 
nated construction divided by 2" x 20" interlocking 
bands. Tongued and grooved. Prefinished with Wood- 
Mosaic’s vinyl-alkyd finish. Blocks are installed with 
adhesive. Available in Natural or Toast Brown Oak, 
Maple, Walnut or Cherry. Blocks are shipped in easy 
to handle cartons. 

Unfinished — Blocks are Wig” x 9" x 9" (four 2 Vi" x 9" 
slats of solid hardwood). Sections are divided by 2 Vi" 
x 20Vi" bands. Tongued and grooved. Available in 
plain sawn Red or White Oak, quarter sawn White 
Oak, Gothic Oak, Genuine Teak and American Walnut. 
Can be installed by nailing or with mastic. Shipped in 
easy to handle cartons. 

ARCHITECT'S SPECIFICATIONS 

Finish floor shall be Marie Antoinette Pattern in (state kind of 
wood) as manufactured by Wood -Mosaic Corporation. If unfinished, 
the design is to consist of «" thick nine inch squares (of 4 pieces 
each 2\%" wide) with bands 2y 4 "x20y 4 ". If prefinished, the design 
is to consist of y 2 " thick 3-ply nine inch squares with 2"x20" bands 
to give an interlaced effect. For details of sub-floor preparation and 
manner of laying, refer to installation instructions. Installation to 
be done in workmanlike manner in accordance with manufacturer’s 
specification.* 








Wood-Mosaic 

Clustered Square Pattern 



This Clustered Square Parquetry floor, as well as 
other W-M patterns, is equally suited for office and 
residential use . Shown: pre finished Teak. 

SPECIFICATIONS 

Blocks are %e" x 12" x 12" of solid hardwood pre- 
fabricated into parquetry squares. Slightly beveled 
edges, not tongued and grooved. Prefinished with 
Wood-Mosaic’s vinyl-alkyd finish or unfinished. Avail- 
able in quarter sawn White Oak — Natural or Toast 
Brown finish, Genuine Teak, American Walnut, 
Gothic Oak or Cherry. Can be installed over any 
smooth above grade sub-floor with adhesive. Shipped 
in easy to handle cartons containing 45 equare feet. 

ARCHITECT'S SPECIFICATIONS 

Finish floor shall be x 12" x 12". Prefinished (Natural 

Quartered Oak, Brown Quartered Oak, Walnut, Teak, Cherry or 
Gothic Oak) Clustered Square Pattern as manufactured by Wood- 
Mosaic Corporation. Floors shall be laid with adhesive over wood 
or suspended sub-floors. For details of sub-floor, adhesive recom- 
mended and manner of laying refer to installation instructions for 
Clustered Square Pattern. Installation to be done in a workmanlike 
manner in accordance with manufacturer’s specification. * 






Wood-Mosaic 

Haddon Hall Pattern 



The Wood-Mosaic Haddon Hall Pattern is an authentic 
reproduction of the classic basketweave design of the 
world famous English Haddon Hall. Priced to give a 
quality hardwood floor at low cost. Shown: prefinished 
Walnut. 



SPECIFICATIONS 

Blocks are Yic" x 12" x 12" of solid hardwood pre- 
fabricated into parquetry squares. Slightly beveled 
edges, not tongued and grooved. Prefinished with 
Wood-Mosaic’s vinyl-alkyd finish or unfinished. Avail- 
able in quarter sawn White Oak — Natural or Toast 
Brown finish, Genuine Teak, American Walnut, 
Gothic Oak or Cherry. Can be installed with adhesive 
over any smooth above grade sub-floor. Shipped in 
easy to handle cartons containing 45 square feet. 

ARCHITECT'S SPECIFICATIONS 

Finish floor shall be 5 /ic/' x 12" x 12" prefinished (specify wood 
desired — see choice of woods) Haddon Hall Pattern as manufac- 
tured by Wood-Mosaic Corporation. Floor shall be laid with adhesive 
over wood or suspended sub-floor. For details of sub-floors, adhesive 
recommended and manner of laying refer to installation instructions 
for Haddon Hall Pattern. Installation to be done in a work- 
manlike manner in accordance with manufacturer’s specification.* 



♦for complete instructions for installation and finishing any 
Wood-Mosaic hardwood floor, write Wood-Mosaic Corporation, 
Louisville 9, Ky. 
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UNFINISHED PATTERN 



FLOORS 




Gothic Oak 



Teak 



Wood-Mosaic Colonial Plank 

SPECIFICATIONS: 

Planks are Wie' thick with random lengths and widths, 
available unfinished in solid or laminated construction. 
Tongued and grooved and end grooved with splines fur- 
nished. Beveled or squared edges. Finishing specifications 
sent on request. Available in plain sawn Red or White Oak, 
quarter sawn White Oak, Gothic Oak, Genuine Teak or 
American Walnut. Inquire for other species. Can be installed 
over wood or concrete sub-floors. Shipped in bundles com- 
posed of similar widths and lengths. Plugs, keys or butter- 
flies available, inserted as floor is installed. For complete 
installation data write Wood- Mosaic Corporation, Louisville 
9, Kentucky. 




Quartered White Oak 



Wood-Mosaic Fontainebleau Pattern 

SPECIFICATIONS: 

Units are 13 /ic" thick, solid hardwood, to be laid in 39" 
squares. Squares are divided by 3" wide double mitered 
bands. All pieces tongued and grooved. Unfinished — finish- 
ing specifications sent on request. Available in plain sawn 
Red or White Oak, quarter sawn White Oak, Gothic Oak, 
Genuine Teak, American Walnut, or Cherry. Install by 
nailing each separate piece. Shipped in easy to handle 
cartons. For complete installation instructions write Wood- 
Mosaic Corporation, Louisville 9, Kentucky. 



Wood-Mosaic Herringbone Pattern 

SPECIFICATIONS: 

Slats are W' x 21 / 4 " x (9", IU/ 2 " or 13i/ 2 ") solid hardwood. 
Tongued and grooved. (Custom sizes on request.) Mitered 
slats available for mitered Herringbone Pattern. Unfinished 
— finishing specifications on request. Available in plain 
sawn Red Oak or White Oak. Quarter sawn White Oak, 
Gothic Oak, Genuine Teak and American Walnut, Cherry. 
Can be installed with mastic over wood or concrete sub- 
floor; with nails over wood sub-floor. Shipped in easy to 
handle cartons. For complete installation instructions write 
Wood- Mosaic Corporation, Louisville 9, Kentucky. 



Important Features off Wood-Mosaic 
Laminated Hardwood Floors 

Wood- Mosaic, maker of the world’s finest hardwood 
floors since 1883, offers the most complete line of 
laminated block floors in America. You may select 
from a variety of patterns and limitless combinations of 
genuine hardwoods, finished or unfinished, to create a 
distinctive floor for any contemporary or traditional decor 
. . . and at a surprisingly low cost. 

BALANCED CONSTRUCTION —Wood-Mosaic lami- 
nated block is of balanced construction, bonded under 
heat and pressure with special glue to provide great 
dimensional stability. 

“SUREFIT” MILLING — New tongue and groove de- 
sign permits fast, clean and easy installation and insures 
a smooth even surface. 

FINISH — All Wood-Mosaic prefinished floors have 
a special vinyl -alkyd finish. This durable, lustrous finish 
is highly resistant to scuffs and protects floors against 
most household spills including alcohol, nail polish, ink, 
fruit juices, etc. No sanding or finishing necessary — saves 
up to 3-4 days labor on the job. Wood- Mosaic’s special 
finish lasts many times longer than ordinary finishes. 

Write for our 10-page, full color catalog illustrating blocks 
in actual sizes and colors, and in various patterns and 
combinations. 

“Smart Decor Starts With The Floor” 



MAX W. STELL 
Route #2, Box 1693 
Puyallup, Washington 
TH. 5-9789 



Printed in U.S.A. 



JOHN G. WALLACE 
3000 East Foothill Blvd. 
P.0. Box 5128 
Pasadena 10, Calif. 
SY. 5-1170 
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SPECIFICATIONS: 

Units are 13 /ic" thick, solid hardwood, to be laid in 39" 
squares. Squares are divided by 3" wide double mitered 



Write for our 10-page, full color catalog illustrating blocks 
in actual sizes and colors, and in various patterns and 
combinations. 



bands. All pieces tongued and grooved. Unfinished — finish- 
ing specifications sent on request. Available in plain sawn 
Red or White Oak, quarter sawn White Oak, Gothic Oak, 
Genuine Teak, American Walnut, or Cherry. Install by 
nailing each separate piece. Shipped in easy to handle 
cartons. For complete installation instructions write Wood- 
Mosaic Corporation. Louisville 9, Kentucky. 



“Smart Decor Starts With The Floor” 



MAX W. STELL 
Route #2, Box 1693 
Puyallup, Washington 
TH. 5-9789 



Printed in U.S.A. 



JOHN G. WALLACE 
3000 East Foothill Blvd. 
P.0. Box 5128 
Pasadena 10, Calif. 
SY. 5-1170 



